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Luminaire Efficacy

Lumens

Power

Drive Current 

CRI

CCT

LED

Lifetime

Dimming

Beam Angles

Electrical Class

Wiring Distance

Environment 

Finishes

Cutout

Weight

HE ≤117lm/W	� |	 HO ≤103lm/W

HE ≤500lm	 | 	 HO ≤700lm

HE 4.3W	 | 	 HO 6.8W 

HE 120mA	 | 	 HO 180mA 

CRI ≤93Ra / TM30 ≤93Rf ≤100Rg

2700K / 3000K / 3500K / 4000K / Tunable 

                2-SDCM  EPREL Energy Class E

L90B10 >55,000hrs (LM-80-15)

DALI 2 / TRIAC-ELV / 0-10V

14° / 20° / 25° / 30° / 35° / 40° / 50° / 55° / Wwash

III SELV

20m max. to remote driver (subject to EMC)

IP64 Fix & Wallwash / IP20 Adj. | IK02 | 25C Ta 

White / Black / Matt Gold / Custom

Round Ø45mm | Square 46x46mm

0.170kg

Miniature Ø46mm diameter, recessed, aluminium 
diecas t downlig ht. Square or round, in trimless 
or trimmed, fixed, adjus table or wallwash. High 
Efficiency eCORE® up to 117lm/W luminaire efficacy, 
exceeding Part L1 & L2 UK Building Regulations. 
Hig h Ouput o ption d elivering up to 700l m  at 
93CRI,  dimma ble with o ptional o ptical f i lters.

25mm 46mm 51mm

25mm 46mm

92mm Fixed
98mm WWash / Adj.

30°

Ø51mm Ø46mm 46x46mm

MODEL

M1 Match 1

BEAM

L14 14° ●

Match 1 Round Trimless White Adj. Black Baffle 3000K 30°
EXAMPLE: M1RLWABE1SA9030L30NF

A

F

Adjustable

W Wallwash1

Fixed

BAFFLE

B

W

Black

White

C

G

Custom

Matt Gold

FINISHTYPE

LUMEN PACKAGE

E1SA9030

E1SA9027

E1SA9040

E1SA9035

E1WA9030

2700K  2-SDCM

4000K  2-SDCM

3500K  2-SDCM

3000K  2-SDCM

3000-1800K 3-SDCM

4000-1800K 3-SDCM

WarmDIM

ColorTUNE

E1TA9040

eCORE ®

1 Wallwash in Round Trim only 2 Reduces IP rating to IP20

OPTICAL FILTERTRIM

ST

RT

Square

Round

TRIMMED

TRIMLESS

SL

RL

Square

Round

B

W

Black

White

C

G

Custom

Matt Gold

FINISH

HL Honeycomb Louvre2

LS Linear Spread Lens

SF Frosted Filter

SO Solite Filter

NF No Filter

L20 20°

L50 50°

L40 40°

L30 30°

LWW

L25 25°

L35 35°

eCORE ® ColorTUNE WarmDIM

L55 55°

Wallwash
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●●

●

●●
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HIGH EFFICIENCY

HIGH OUTPUT

120

120

120

120

mA K
Current

4.3

4.3

4.3

4.3

W
Power

Per formance
CCT

2700

3000

3500

4000

2700

3000

3500

4000

180

180

180

180

6.8

6.8

6.8

6.8

Rf RgRa

CRI TM30Beam Angle
20° 30° 40° 50° Wallwash

260lm 61lm/W

310lm 71lm/W

300lm 69lm/W

290lm 67lm/W

365lm 86m/W

430lm 100lm/W

420lm 98lm/W

410lm 95lm/W

440lm 103lm/W

500lm 117lm/W

490lm 114lm/W

470lm 111lm/W

92 99

92 99

92 99

93 100

93

93

93

93

92 99

92 99

93 100

93 100

93

93

93

93

430lm 100lm/W

475lm 110lm/W

465lm 108lm/W

450lm 105lm/W

405lm 95lm/W

440lm 102lm/W

430lm 100lm/W

425lm 98lm/W

370lm 55lm/W

430lm 63lm/W

420lm 62lm/W

410lm 60lm/W

515lm 77lm/W

630lm 93lm/W

605lm 89lm/W

580lm 85lm/W

625lm 93lm/W

700lm 103lm/W

685lm 100lm/W

660lm 97lm/W

605lm 90lm/W

665lm 98lm/W

650lm 96lm/W

640lm 94lm/W

575lm 86lm/W

640lm 94m/W

620lm 91lm/W

600lm 89lm/W

14° [350mA]

25° 30° 40° 55°

375lm* 56lm/W

415lm* 62lm/W

405lm* 61lm/W

395lm* 59lm/W

3000…1800

4000…1800

89 10492
355lm 51lm/W 455lm 65lm/W 460lm 66lm/W

4006.9
400lm 58lm/W

Delivered lumen values for fixed version; adjustable version approximately 5% lower. Optical filters will reduce delivered lumen value and alter beam angle. ColorTUNE & WarmDIM performance values are measured at highest CCT. *350mA driver required for 14° beam.

92 9897
315lm 42lm/W 380lm 50lm/W 395lm 52lm/W

2007.5
335lm 44lm/W

250lm 33lm/W

315lm 45lm/W

20° 25° 35° 50°

Round Trimmed Square TrimmedRound Trimless

ENERGY EFFICIENCY

Exceeding the requirements of UK 2022 
Building Regulations Par t L1 Dwellings & 

Par t L2 Non-Dwellings.

Fully compliant with ecoDESIGN 
regulations for energy-related products 

including EPREL Energy Labelling.

Sustainable remanufacture, repair or 
upgrade giving a potential product 

l i fespan of 25+ years.

SUSTAINABILITY

Embodied carbon asessment using the 
TM65.2 lighting method and circular 
economy using TM66 CEAM (Make).

kgCO2e CEAM

2.14

OPTICAL FILTER

C - Custom Colour on request

G - Matt Gold Powdercoat

B - Matt Black Powdercoat

W - Matt White Powdercoat

FINISHES

D2N/1/TP40/R
3hr DALI2 Emergency Conversion Ø40mm

NLP/1/TP40/R
3hr Emergency Conversion Ø40mm

ACCESSORIES

FAH150
FR60 Intumescent Cover Fire/Accoustic
150x150mm [cannot fit cutout- install from above]

BRT020
Baffle Removal Suction Tool

150mm

M2HL - Honeycomb Louvre
Light Loss Factor 0.72, Beam -20% (typ.)
Reduces IP rating to IP20

M2SO - Solite Filter
Light Loss Factor 0.95, Beam +10° (typ.)

M2SF - Frosted Filter
Light Loss Factor 0.95, Beam +10° (typ.)

M2LS - Linear Spread Lens
Light Loss Factor 0.76 (typ.)

OUTPUT
POWER

DIMMING
TYPE

HE DRIVER HO DRIVEROUTPUT
CURRENT

EFF.
%

full load

POWER
FACTOR

full load

DIM
MIN. %

DIMENSIONS
(mm)

OUTPUT
POWER

DIMMING
TYPE

OUTPUT
CURRENT

EFF.
%

full load

POWER
FACTOR

full load

DIM
MIN. %

DIMENSIONS
(mm)

4.3WDALI 2 120mA 840.90.1 Ø40 110x35x20

Ø40 110x35x204.3W0-10V 120mA 840.90.1CC12-0120-L1A

4.3WTRIAC-ELV 120mA 790.95.0CC07-0120-L1T

6.8WDALI 2 180mACC12-0120-L1D

CC12-0180-L1A

CC07-0180-L1T

CC12-0180-L1D

6.8W0-10V 180mA

6.8WTRIAC-ELV 180mA Ø38 130x30x22

Ø40 110x35x20

Ø40 110x35x20

Ø38 130x30x22

840.90.1

840.90.1

790.95.0

Power factor and efficiency measured at full load. L1T drivers dimmable with leading edge (TRIAC) or trailing edge (ELV) phase cutting.

CC12-0350-L1D 6.8WDALI 2 14° Beam 350mA Ø40 110x35x20840.90.1

CC12-0350-L1A 6.8W0-10V 14° Beam 350mA Ø40 110x35x20840.90.1

CC12-0200-T1D 7.5WDALI DT8 ColorTUNE 200mA Ø40 132x35x20840.951

CC12-0400-L1D 6.9WDALI 2 WarmDIM 400mA Ø40 110x35x20840.90.1


