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IN-GROUND LINEAR LIGHTING

•	 In-ground, walkover-rated

•	 36X42mm linear lighting profile

•	 Lengths of 210mm, 510mm, 610mm and 1010mm

•	 OPX™ CERAMIC white diffusion layer bonded onto toughened, 8mm thick glass

•	 Exterior IP68 rated water resistant (not for continuous submersion)

•	 Impact rating IK09

•	 5kN static load (1120lbs) EN60598-2-13 for walkover and light-traffic use

•	 PowerTHRU connector for long linear runs up to 16m

•	 Dimmable 0-10v/DALI/TRIAC 24VDC driver options

•	 eCORE® 97Ra, 2-Step 1800-4000K, ≤1415lm/m delivered

•	 ColorCORE® Premium 95Ra, 2-Step 2200-4000K, ≤1350lm/m delivered

•	 EQ™ 95Ra, 3-Step 2700/3000/4000K, ≤730lm/m delivered

•	 ColorTUNE 95Ra, 1800-4000K, ≤785lm/m delivered

•	 WarmDIM 3000K-1800K, ≤315lm/m delivered

•	 RGB & RGBW LEDs for colour-mixing + white

IK09
IMPACT
RATINGIP68

WET
LOCATION

L70B10
>60,000h

CRI
97≤1800k

TO
4000k

CERAMIC

≤30W/m
≤1415 lm/m

V36I
IP68 IN-GROUND

RGB

RGBW
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EXAMPLE:

V 36I -
V36I

 
 

 

OPX GLASS

F
POWERTHRU

KA
IP68

J
SILVER

G

PROFILE LENGTH

XXXX    LENGTH MM

Refer to page 3

1010MM

LED illuminated length 
made in increments of:

 

1010

Single CCT 50mm

ColorTUNE 71.4mm
RGBW 100mm

WarmDIM 62.5mm
RGB 50mm

-

SINGLE CCT 

    

4000K COLORCORE 24WM

LED TYPE | POWER

  
 

S COLORCORE 12WM
U COLORCORE 24WM
V COLORCORE 30WM 

  
 

G EQ 12WM
I EQ 24WM 

  
  

 
 

 

W1U

 
 

 

POWER FEED

KA POWERTHRU
CONNECTORS
BOTH ENDS

HA SINGLE FEED
CONNECTOR
ONE END

TUNABLE | WARMDIM 

UPG  ColorTUNE   3000K ~ 1800K  24WM 
WRG ColorTUNE   4000K ~ 2200K      24WM 
UPZ  WarmDIM   3000K ~ 1800K  9.6WM
 

RGBW | RGB 

OUG  RGBW - RGB   9.6WM  +  3000K 12WM

 

OUI  RGBW - RGB   9.6WM  +  3000K 24WM

 

O1A  RGB  14.4WM 
 

   
  

R1 2200K*
P1 1800K*

Y1 2500K*
T1 2700K
U1 3000K
V1 3500K*
W1 4000K
X1 4500K*

N 24WM

L eRCORE 10WM
M eRCORE 19WM

eRCORE

SPECIFICATION CODES

*CCT only available in ColorCORE® 

DIMENSIONS

36mm

42mm

IP68 PowerTHRU
Connector

210 / 510 / 610 / 1010mm

280mm

48mm 

80mm

V36I
IP68 IN-GROUND

~3934g per metre
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STANDARD 
LENGTHS 

0

100

200

300

400

500

600

700

800

900

1000

210mm

510mm

610mm

1010mm

210mm

510mm

610mm

1010mm

510mm

1010mm

510mm

1010mm

Single CCT / RGB ColorTUNE WarmDIMRGBW

Lengths are calculated 
as multiples of the LED 
tape increments shown 
below. 
An extra 5mm is then 
added for end cap 
thickness. 
  
RGB 50mm

EQ 50mm

eCORE 50mm

ColorCORE 50mm

WarmDIM 62.5mm

ColorTUNE 71.4mm

RGBW 100mm 

CUSTOM 
LENGTHS 

Bespoke, custom 
sizes are available as 
special order products. 
Contact LUMINO for 
further details.

V36I
IP68 IN-GROUND
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V36I
IP68 IN-GROUND

LED tape | W/m OPX diffuser | W/m

12 24 30 12

595

590

560

535

460

410

24

1060

1055

995

945

845

755

30

1355

1345

1270

1205

1050

935

1

2

3
45

6

7

8

9

10

11
12 13

14

15

16

3000K

TM30

2-STEP
CCT Binning

CCT Ra R9 Rf Rg

4000K 95 81 92 100

3500K 95 73 92 100

3000K 95 70 92 100

2700K 93 63 92 100

2500K 84 31 82 100

2200K 84 30 82 100

Colour Rendering Lumen Output | lm/m

1675

1665

1575

1500

1290

1150

2985

2965

2805

2665

2385

2135

3810

3790

3580

3400

2955

2630

19 2410

1740

1690

1675

1500

1780

1680

1110

3045

2960

2930

2625

3115

2940

1835

3900

3785

3750

3360

3985

3765

2345

19 2410

620

600

595

535

630

595

395

1080

1050

1040

930

1105

1045

650

1385

1345

1330

1195

1415

1335

830

LED tape | W/m OPX diffuser | W/m

2-STEP
CCT Binning

Lumen Output | lm/mColour Rendering

CCT Ra R9 Rf Rg

3500K 97 82 93 102

4000K 97 82 93 102

3000K 97 82 93 102

2700K 92 47 91 99

2500K 81 15 78 100

2200K 81 15 78 102

1800K 81 15 68 62

1

2

3
45

6

7

8

9

10

11
12 13

14

15

16

3000K

TM30

LED tape | W/m OPX diffuser| W/m

12

1170

1100

1050

24

2050

1925

1840

12 24

415

390

375

730

685

655

3-STEP
CCT Binning

1

2

3
45

6

7

8

9

10

11
12 13

14

15

16

3000K

TM30

4000K 

 

3000K

2700K 

Colour Rendering

CCT

Lumen Output | lm/m

R9 Rf Rg

95

95

95

76

70

70

92

92

89

98

98

97

Ra

RGB Ra R9 Rf Rg

Colour Rendering

RED

GREEN

BLUE 

CCT

Dominant Wavelength 630NM 

   
Dominant Wavelength 525NM 

   
Dominant Wavelength 470NM

68 - 58 83RGB

Wavelength

400 450 500 550 650 700600

LED tape | W/m 

14.4

125

442

113

44

157

40

TOTAL 680

14.4

TOTAL 240

OPX diffuser | W/m

Lumen Output | lm/m

Wavelength

3000K

RGB

400 450 500 550 650 700600

RGBW
OPX diffuser | W/mLED tape | W/m

   

   

RGB

93 66 92 101EQ 3000K

RGB + 3000K

RED       

GREEN  

BLUE     

CCT Ra  R9 Rf Rg

Colour Rendering

Dominant Wavelength 630NM 

Dominant Wavelength 525NM 

Dominant Wavelength 470NM

Lumen Output | lm/m

12 + 9.6 24 + 9.6

35

100

20

155

390

545

12 + 9.6

35

100

20

155

685

840

24 + 9.6

100

275

60

435

1100

1535

100

275

60

435

1925

2360

1180

770

TOTAL 1910

1230

980

TOTAL 2210

420

260

TOTAL 680

435

350

TOTAL 785

12+12 12+12

3-STEP
CCT Binning

1

2

3
45

6

7

8

9

10

11
12 13

14

15

16

3000K

TM30

CCT Ra R9 Rf Rg

3000K

1800K

3000K+1800K

4000K

2200K

4000K+2200K 

95

95

95

95

93

95

70

70

80

70

60

80

92

82

93

91

92

93

101

80

103

100

103

102

Colour Rendering

LED tape | W/m OPX diffuser | W/m

Lumen Output | lm/m

10%

50%

3000K 95 74 93 102

95 88 88 109

88 85 77 115

Dimming curve
CCT(K)

3000

2600

2200

1800
0% 20% 40% 60% 80% 100%

Colour Rendering

CCT Ra R9 Rf Rg

OPX diffuser | W/m

9.6

315

20

110

LED tape | W/m

9.6

890

60

320
3-STEP
CCT Binning

Lumen Output | lm/m

LED PACKAGES
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ACCESSORIES

Ground Channel

Removal Tool

Joining Kit

End Cap

Connector & Cable

GROUND CHANNEL JOINING KITEND CAPS

V36I REMOVAL TOOL  CONNECTOR & CABLE

CLIPS

V36G-B2050-R1 V36G-MB201-R1 

Pack of 10 pcs

V36I-MA204-R1

Tool 1 pc

Profile 2050mm
Site cuttable

V36G-MB202-R1  

Ground channel
end caps (Pair) 

V36G-JB203-R2 

Ground channel 
joining kit

VECA-CA8110-R1

10m Power Link Cable Set2m Power Link Cable Set

Allow 3 pairs per metre

VECA-CA8102-R1

V36I
IP68 IN-GROUND



lumino.lighting SS-V36I-R016 R2401

V36I
IP68 IN-GROUND

240/250W150W120W100W60W35WIP RatingCONSTANT VOLTAGE

P24-150-DAL-R03P24-100-DAL-R03P24-060-DAL-R03P24-035-DAL-R03IP20DALI

P24-250-D10-R03 P24-100-D10-R03IP66ANALOGUE 0-10V

P24-150-WRS-R01P24-100-WRS-R01P24-060-WRS-R01P24-035-WRS-R01

CBU-ASD
Casambi Interface*

P24-150-SWI-IP67 P24-240-SWI-IP67

P24-120-SWI-IP20P24-060-SWI-IP20IP20

IP67

NON-DIM (SWITCHED)

WIRELESS IP20

not for WarmDIM

*Interface requires 24VDC supply from DALI dim driver: P24-xxx-DAL-xx

*Interface requires 24VDC supply from 0/1-10V dim driver: P24-xxx-D10-xx

APPLICATIONS

Macallan Distillery, Speyside | Lighting Design: Speirs + Major | Images: James Newton

IP RatingCONSTANT VOLTAGE RGBWRGB ColorTUNE

DALI

ANALOGUE 0-10V IP20 LM-100-24-G2A2
Interface* 100W

IP20

DMX IP20

LIN100A
Driver 100W

LIN100A
Driver 100W

LIN180D
Interface* 144W

LIN180D
Interface* 144W

LIN180D
Interface* 144W

LIN100A
Driver 100W

LIN100A
Driver 100W

LN200D-D2Z2C2
Interface* 192W

WIRELESS IP20 CBU-PWM4
Casambi Interface** 144W

**Interface requires 24VDC supply from non-dim driver: P24-xxx-SWI-xx

MULTI-CHANNEL CONTROL GEAR 

SINGLE CHANNEL CONTROL GEAR
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V36I
IP68 IN-GROUND

APPLICATION 
NOTES 

 38 

 1
0

 48 

 8
0

Optional End Plate Kit Assembly

CAUTION: Do not remove ground channel cap, until after concreting the ground channel. Failing to do so will result in narrower aperture.!

V36G GROUND CHANNEL

4 pairs of 
clips per meter

CLICK

1. 2. 3.

4. 5. 6.

Remove ground 
channel cap

For installation into 
solid floors, V36G 
ground channel must 
be used to provide 
a secure housing. 
Supplied in 2m 
lengths, V36G can 
be cut and joined to 
suit, on-site. Contact 
LUMINO to request 
a product sample or 
receive project-specific 
guidance.

R2101
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TOLERANCES

Total Luminous Flux ±10%
Correlated Colour Temperature ±100K
Colour Rendering Index ±2 
Power ±5%
Performance data can vary according to factors such as, but not limited to, temperature, manufacturing 
tolerances and batch. 
Contact LUMINO for details of RAL colour and anodising tolerances.

OPERATING ENVIRONMENT

STANDARDS

Running Temperature (Tc): Ave. Maximum 70°C
Ambient Temperature Range (Ta): -5 to +40°C
Ingress Protection rating IP68  

V36I
IP68 IN-GROUND

BS EN 60598-2-13:2006, AMD1:2011, AMD2:2016 Luminaires used in conjunction with BS EN 60598-1:2015
BS EN 62031:2008, AMD1:2012, AMD2:2015 LED Modules for general lighting
BS EN 62031:2008, AMD1:2012, AMD2:2014 LED Modules for general lighting
IEC 62031:2018 Modules for general lighting
BS EN 62031:2020 Modules for general lighting
BS EN 60529: 1992 +A1 +A2:2013 Degree of protection provided by enclosures
BS EN 62262: 2002 (clause 6 only) and using test apparatus as described in BS EN 60068-2-75:1997 Degrees of 
protection provided by enclosures against external mechanical impacts

*WARRANTY: Five Year Warranty subject to project registration and warranty terms and conditions.

All Rights reserved: LUMINO Distribution Ltd assumes no responsibility for any errors, which may appear in this manual. Furthermore, LUMINO Distribution Ltd reserves the 
right to alter the hardware, software and specifications detailed herein at any time without notice and LUMINO Distribution Ltd does not make any commitment to update 
information contained herein. All the trademarks listed herein are owned by their respective owners. Copyright LUMINO Distribution Ltd. E&OE.

LUMINO Distribution Ltd
Lumino House, Lovet Rd, Harlow, Essex CM19 5TB UK 

+44 (0) 1279 635411   info@lumino.lighting

Authorised EU Representative: LDL Lighting Europe Limited
The Black Church, St Mary's Place, Dublin D07 P4AX Ireland


